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Hesaplamalar, tiketim cihazinin verimliligine bagl olarak dedisebilir. Bu nedenle, hesaplamalar teknik varsayimlara dayanmaktadir ve saha kosullari,
ekipman &zellikleri ve sistern performansina gore farkliik gdsterebilir. Nihai degerlendirme, cihazin verimi ve calisma senaryolan dikkate alinarak yapilmalidir.

Calculations may vary depending on the efficiency of the joad device. Therefore, the caiculations are based on theoretical assumptions and may differ under actual field conditions,
equipment specifications, and system performance. Final evaluations should be made by taking into account the efficiency of the device and the operational scenarios.

Temel Parametreler/ Specifications Calisma Sicakhgi / Operating Temperature

Adirhk

f 334Kg+ %3 D i

Weight esarj Calisma Sicakhd: y—

i Discharge Operating Temperature -20°C~65°C
Boyutlar
Dimensions (LxWxH) 573450 * 230 mm

e Sarj Calisma Sicakhgi o . aC °

Iéapa,s“"e 3072 Wh (51.2V /60 Ah) Charge Operating Temperature 0°c~as°c

apacity
BataryajTipl LiFePO4
Dimensions (LXWxH) Depolama Sicakligi 30°C~45°C

Storage Temperature

Crlas Ozellilderi / Output Specifications
Koruma Tiiri / Operating Temperature

AC Cilasi (x2) Saf siniis dalga Pure sine wave

AC Output 3000W 220 VS0 Hz <14 A

AC Anlik Gig . - -

Dimensions (LxWxH) 6000 W < 3 saniye Yuksek ve disuk sicaklik korumasi,

asin desarj korumasi, asir sarj
korumasi vb.

High temperature & low temperature
protection, over discharge protection,
over charge protection, etc.

USB-C Cikisi (x3)
USB-C Output

5/9/12/15/20V ==3 A
Maksimum 60 W

Koruma Tird
Protection Type

USB-A (QC3.0) Cikisi (x3)  S5V==24A8V==2A

USB-A (QC3.0) Output (x3) 12V ==3 A Maksimum 36W

Arag Sarj Cikisi 12V==10A Depolama kosullar icin kullamim kilavuzlanna bakiniz.
Cigarette Lighter Socket Output Maksimum 120 W For storage conditions, please refer to the user manuals.
Giris Ozellilderi / input Specifications

DC Giris __

DCinput 584V ==15A

Arac Sarj Girisi "

‘Solar Panel 12V / 24V destekliyor Supported

GunesiEanel TV~31VI0A 31V~80VISA

Solar Panel
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