


Spesifikasyon / Specification aspilsan.com
Alalh Telefon 10Wh Diziisti Bilgisayar 40 Wh Dron 85 Wh Led Ampul 20W
Smart Phone Laptop Drone Led Buib
400+ 100+ 47+ 200+
Yeniden Sarj Yeniden Sarj Yeniden Sarj Saat
Recharge Recharge Recharge Hours
TV 75W Elektronik El Aleti 40W Mini Buzdolabi 40W Yavas Pisirici 200W
vV Electronic Hand Tool Mini Fridge Slow Cooker
53+ 100+ 100+ 20+
Saat Saat Saat Saat
Hours Hours Hours Hours

Temel Parametreler/ Specifications

Agdirlilkc

Weight 56.9kg + %3

gﬁ‘!ﬁ’;};ﬁ (LxWxH) 639*510*367 mm
Ic(;ggtsyite 5376 Wh (51.2 V /105 Ah)
gi;zan%:s-l(-iﬂ/vxw LiFePo4

Cilas Ozellikleri / Output Specifications

AC Cilasi (x2) Saf Sints Dalga Pure sine wave

AC Output Toplam 6000W, 220V S0 Hz <227 A
AC Anlik Gig "

Dimensions (LxWxH) 12000W <3 saniye

DC Cikasi

DC Output 12V/10A,24V /10A, 48V /20 A

USB-A Cilasi (x2)
USB-A Output (x2)

Giris Ozellikieri / input Specifications

SV/2A

DC Giris ==
DC input SBAV==1SA
AC Giris
Vi 220VI0A
- — 20A (Max) 60V ~ 450 V
< L/'n/eﬂs IBI'IE (Baslangig Voltaji 65 V 2800 W Max.)
aiadie (initial Voltage 65 V 2800 W Max.)
Sarj Girigi
AC Voltaj Arahdi 185V ~ 240V
Charging Port
AC Voitage Range
ASPILSAN Enerji A.S.

Tirk Silahli Kuvvetlerini Guiglendirme Vakfi'nin bir kurulusudur.

Desarj Calisma Sicakhdi

Calisma Sicakin Operating Temperature

Storage Temperature

Koruma Tirid
Protection Type

Discharge Operating Temperature -20°C~65°C
Sarj Calisma Sicakhdi o - JC °
Charge Operating Temperature 0°C~45°C
Depolama Sicakhgi _20°C ~ 45 °C

Koruma Tiird / Operating Temperature

Dustik voltaj, asin akim, asin voltaj,
kisa devre, ters baglant, asin sarj,

asin desarj, asin yuk, asir Isinma,

hava sogutma, yumusak baslatma vb.
Undervoltage, overcurrent, overvoitage,
short circuit, reverse connection, overcharge,
overdischarge, overfoad, overheat, air cooling,
soft start, etc.

Depolama kosullar icin kullanim kilavuzlarnna bakiniz.
For storage conditions, please refer to the user manuals.
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